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A SUPERIOR SOLUTION 
TO PREVENT CARGO 

DAMAGE FROM 
LOAD SHIFTING

G E N E R A L  A P P L I C AT I O N S

BUFFERS USATM dunnage bags are the convenient way to 
protect your goods from being damaged during shipping 
by preventing load shifting when transporting boxed, 
palletized or different/odd shaped products/packaging.  

Dunnage bags are also a less expensive means of 
blocking and bracing than the use of lumber and nails 
or expensive rubber air bags. BUFFERS USA offers both 
polypropylene and paper dunnage bags .

R E U S A B L E  P O LY P R O P Y L E N E  D U N N A G E  B A G S

Comprehensive Product Range: 5 different strength 
levels and 28 different sizes per level provide 140 different 
standard bag options. Custom sizes to your specifi cations 
also available.

Safe: Bags are produced under ISO 9001 & 14001 standards 
and certifi ed by the Association of American Railroads 
(AAR) and the Railway Association of Canada (RAC). 100% 
leak proof tested at factory.

Cost Effective: Levels 1, 2 and 3 (non-railroad) are reus-
able. Ability to reuse reduces cost for second use by 50%.

Lightweight & Water Proof: Easy to handle, light in 
weight, take up less space and are resistant to moisture 
and water ingress.

Easier To Install Than Vinyl Bag: Rigidity of polypro-
pylene bag when fl at and empty enables faster, easier 
install in tight or hard to reach places.

Takes Shape To Odd Confi gurations: Bags are fl exible 
enough to fi ll every shape and odd space between cargo.

Can Fill a Larger Void Than Paper Bags: Polypropylene 
dunnage bags can fi ll a space up to 18”, much larger 
compared to the paper dunnage bags, which can only fi ll a 
void up to 14”.
 
Durable Construction: Strong woven elastic polypro-
pylene outer fabric layer and airtight polyethylene inner 
layer with an infl ating and defl ating valve.   

Environmentally Friendly: 100% recyclable 
virgin materials.

Easy To Use: Dunnage bags can be installed in a few 
minutes using an air hose and infl ator tip. After use 
defl ate the bag by simply unscrewing the valve. No need 
to puncture to defl ate.

K R A F T  PA P E R  D U N N A G E  B A G S
Safety: Provides same protection against load shifting.

Cost-Effective: Less expensive than polypropylene bags.

Practical: One-time use, suitable for export shipments.

Sturdy Construction: Made from multiple layers (2, 4, 6 
or 8-ply) of high-strength Kraft paper with an infl atable 
internal polyethylene bladder.

Note: Not suitable for wet or moist cargo.



Buffers USA Inc.
10180 New Berlin Road
Jacksonville, Florida 32226

Tel: 904-696-0010
Fax: 904-696-0019
Email: sales@buffersusa.com
www.buffersusa.com
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1) Choose Your Strength Based On Mode Of Transport:

Polypropylene Level Paper Ply Mode of Transport Strength
  Level 1   2-ply   Truck   Max: 3 psi (0.21bar or kg/cm2)
  Level 2   4-ply   Intermodal container   Max: 4 psi (0.28 bar or kg/cm2)
  Level 3   6-ply   Normal rail use   Max: 6 psi (0.41 bar or kg/cm2)
  Level 4   8-ply   Over 160,000 lb in rail car   Max: 7 psi (0.48 bar or kg/cm2)
  Level 5     Over 200,000 lb load in rail        

  car (High Cube car)
  Max: 8 psi (0.55 bar or kg/cm2)

2) Determine Size: Specify bag size(s) at about 90% of the width and length of each  

     void space.

3) Select Bag From The Following Charts Based On Above Requirements/Measurements

REUSABLE  DUNNAGE BAGS
Sizes Available For Levels 1, 2, 3, 4 and 5 (140 combinations of level/size models)

30“ WIDE 36“ WIDE 46.5“ WIDE 57.5“ WIDE
30” x 30” (726 mm x 726 mm) 36” x 36” (914 mm x 914 mm) 46.5” x  48” (1181 mm x 1219 mm) 57.5” x 96” (1461 mm x 2438 mm)

30” x 48” (726 mm x 1219 mm) 36” x 48” (914 mm x 1219 mm) 46.5” x 60” (1181 mm x 1524 mm) 57.5” x 108” (1461 mm x 2743 mm)

30” x 60” (712 mm x 1524 mm) 36” x 60” (914 mm x 1524 mm) 46.5” x 72” (1181 mm x 1828 mm) 57.5” x 120” (1461 mm x 3048 mm)

30” x 72” (726 mm x 1828 mm) 36” x 72” (914 mm x 1828 mm) 46.5” x 84” (1181 mm x 2134 mm)

30” x 84” (726 mm x 2134 mm 36” x 96” (914 mm x 2438 mm) 46.5” x 96” (1181 mm x 2438 mm)

30” x 96” (726 mm x 2438 mm) 36” x 84” (914 mm x 2134 mm) 46.5” x 102” (1181 mm x 2591 mm)

30” x 102” (726 mm x 2591 mm) 36”x 102” (914 mm x 2591 mm) 46.5” x 108” (1181 mm x 2743 mm)

30” x 108” (726 mm x 2743 mm) 36”x 108” (914 mm x 2743 mm) 46.5” x 120” (1181 mm x 3048 mm)

46.5” x 132” (1181 mm x 3353 mm)

WIDTH L E N G T H S
20” (500 mm) 24” (600 mm) 60” (1500 mm)

24” (600 mm) 32” (800 mm) 36” (900 mm)

32” (800 mm) 48” (1200 mm) 48” (1200 mm) 63” (1600 mm) 95” (2400 mm) 102” (2600 mm)

36” (900 mm) 36” (900 mm) 40” (1200 mm) 60” (1500 mm) 71” (1800 mm) 83” (2100 mm) 89” (2250 mm)

40” (1000 mm) 48” (1200 mm) 60” (1500 mm) 71” (1800 mm) 87” (2200 mm)

48” (1200 mm) 48” (1200 mm) 71” (1200 mm) 87” (2200 mm) 95” (2400 mm) 102” (2600 mm)

KRAFT  DUNNAGE BAGS
All sizes available in 2, 4, 6 and 8-ply (120 combinations of ply/size models)


