
3-1/4"
82.5 MM

O.D. 4-3/4"
Ø120.5 MM

5-1/16"
128 MM 7-1/8"

181 MM
RETRACTED

1-1/4"
32 MM

13/16"
20 MM

5"
127 MM

O.D. 5/8"
Ø16 MM

4-7/16"
113 MM

3-13/16"
97 MM

WEIGHT: 13.5 LBS / 6.12 Kg
FINISH: WELDABLE PRIMER

WEIGHT: 13.6 LBS / 6.2 Kg

MODEL 1101-1132-OS28

WITH 1-1/8" /  
EXTENDED HANDLE 

28 MM

7-15/16"
202 MM 

RETRACTED

5-1/2"
141 MM

5-1/2"
139.7 MM

WEIGHT: 14.1 LBS / 6.4 Kg

MODEL 1101-1132-OS70

7-3/16"
183 MM

WITH 2-3/4" / 70 MM 
EXTENDED HANDLE 

9-5/8"
244 MM 

RETRACTED

6-7/16"
163 MM

ALSO AVAILABLE:

1110-4503
GREASE FITTING

1110-4502
SPRING

1110-4501 BALL
(2 PCS.)

1110-4548
SPLIT ROLL PIN

1105-1132-2
PIN

1110-1132-5
GUIDE PLATE

1109-1132-3
SHEARBLOCK

1109-1132-1
HOUSING

1110-4504-G5
HEX BOLT

1107-1133-4
HANDLE

1110-4505
LOCK NUT 

1110-1132-6
HANDLE POSITIONER

(shown in position
for left-locking) 1110-1132-6

HANDLE POSITIONER
(shown in position
for right-locking)

EXPLODED VIEW

• HOUSE DESIGN SUITABLE FOR FLATBEDS.

• LEFT- OR RIGHT-LOCKING EASILY CHANGED
 w/ PATENTED HANDLE POSITIONER.

• CAST STEEL HOUSING & FORGED STEEL PIN.

• DISTINCT INDEXING OF LOCKED & UNLOCKED 
 POSITIONS.

1105-1132-INNER CONTAINS:
1105-1132-2 PIN
1110-4501 DETENT BALL (2 PCS.)
1110-4502 SPRING
1110-4548 SPLIT ROLL PIN
1109-1132-3 SHEARBLOCK
1110-4503 GREASE FITTING (2 PCS.)
1110-1132-5 GUIDE PLATE
1110-1132-6 HANDLE POSITIONER

MODEL 1101-1132

Please note that not all Twistlocks 
are supplied with an integral handle 
latch. All Twistlocks should be 
outfitted with a handle latch upon 
installation. See section 1108 for 
latches that may work for your 
application.
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TWISTLOCKS – FLATBED TYPE
RETRACTABLE

FLATBED TRAILERS



WEIGHT: 16.2 LBS / 7.4 Kg
FINISH: WELDABLE PRIMER

1110-4502
SPRING

1110-4501
BALL (2 pcs.)

1110-4548
SPLIT ROLL PIN

1105-3532-2
PIN

1110-3532-5
GUIDE PLATE

1109-3532-3
SHEARBLOCK

1109-3532-1
HOUSING

1110-4510-G8
HEX BOLT

1107-8533-4
HANDLE

1110-4511
LOCK NUT

1110-3532-6
HANDLE POSITIONER

(shown in position
for right-locking)

1110-4503
GREASE FITTING

EXPLODED VIEW

• HOUSE DESIGN SUITABLE FOR FLATBEDS.

• LEFT- OR RIGHT-LOCKING HANDLE EASILY
   CHANGED w/ PATENTED HANDLE POSITIONER.

• CAST STEEL HOUSING & FORGED STEEL PIN.

• DISTINCT INDEXING OF LOCKED & UNLOCKED
   POSITIONS.

5-3/8"
136.5 MM 7-11/16"

196 MM
RETRACTED

1-1/4"
32 MM

1-1/16"
27 MM

3-1/4"
82.5 MM

4-3/4"
120.5 MM

3-13/16"
97 MM

5"
127.5 MM

O.D. 5/8"
Ø16 MM

4-11/16"
118 MM

1105-3532-INNER CONTAINS:
1105-3532-2 PIN
1110-4501 DETENT BALL (2 pcs.)
1110-4502 SPRING
1110-4548 SPLIT ROLL PIN
1109-3532-3 SHEARBLOCK
1110-4503 GREASE FITTING
1110-3532-5 GUIDE PLATE
1110-3532-6 HANDLE POSITIONER

WEIGHT: 16.33 LBS / 7.41 KgWEIGHT: 16.8 LBS / 7.62 Kg

w/ 1-3/8" / 35 MM
EXTENDED HANDLE

w/ 2-3/4" / 70 MM
EXTENDED HANDLE

ALSO AVAILABLE:

8-15/16"
227 MM 

RETRACTED

6"
153 MM

5"
127.5 MM

5"
127.5 MM

7-1/2"
188 MM 10-1/4"

262 MM 
RETRACTED

Please note that not all twistlocks 
are supplied with an integral handle 
latch. All twistlocks should be 
outfitted with a handle latch upon 
installation. See section 1108 for 
latches that may work for your 
application.

MODEL 1101-3532-OS35 MODEL 1101-3532-OS70

MODEL 1101-3532
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MATERIAL: CAST/FORGED STEEL
FINISH: WELDABLE PRIMER
WEIGHT: 12.9 LBS / 5.85 Kg

• HOUSE DESIGN SUITABLE FOR FLATBEDS

• LEFT- OR RIGHT-LOCKING HANDLE

• CAST STEEL HOUSING & FORGED STEEL PIN

• ONLY 5-9/16" BELOW DECK IN RETRACTED POSITION 
   FOR EXTRA TIRE CLEARANCE WHERE NEEDED

• DISTINCT INDEXING OF LOCKED & UNLOCKED 
   POSITIONS

• STAINLESS STEEL LATCH SPRING TO ELIMINATE
   BOUNCE

O.D. 4-3/4"
Ø120.5 MM 1-1/4"

31.8 MM

3-1/4"
82.5 MM

5"
127 MM

THIS VIEW SHOWN w/o LATCH FOR CLARITY

5-9/16"
141.2 MM

RETRACTED

3/4"
19 MM

1-5/16"
33 MM

3-1/16"
78 MM

3-7/16"
87 MM

3/8"
9 MM

EXPLODED VIEW

1101-3152 TWISTLOCK LOCKS RIGHT & LEFT.

1110-3152-5
GUIDE PLATE

(FOR LOCKING BOTH
LEFT & RIGHT)

1109-3151-1
HOUSING

1110-4503
GREASE FITTING

(2 PCS.)

1109-3151-3
SHEARBLOCK

1105-3151-2
PIN

1110-4502
SPRING

1110-4501
BALL (2 PCS.)

1110-4548
SPLIT ROLL PIN

1108-3151-18-PR
LATCH

1110-4514
LATCH PIN

1107-3151-4
HANDLE

1501-4591-SS
COTTER PIN

1110-4513-S S
COTTER PIN

1110-4512
FLAT WASHER

1110-3151-22
CLEVIS PIN

1110-3152-19
LATCH SPRING

1105-3152-INNER CONTAINS: 
1105-3151-2 PIN
1110-4501 DETENT BALL (2 PCS)
1110-4502 SPRING
1110-4548 SPLIT ROLL PIN
1109-3151-3 SHEARBLOCK
1110-3152-5 GUIDE PLATE
1110-4503 GREASE FITTING (2 PCS.)

MODEL 1101-3152

THIS VIEW SHOWN w/o LATCH FOR CLARITY
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5-29/32"
150 MM

THIS APERTURE HOLE
SIZED TO FIT EXISTING

TWISTLOCKS ON FLATBED

SHOWN IN LOCKED POSITION.
Gravity latch keeps handle in locked position.

6"
152 MM

3-3/16"
81 MM

1-1/4"
32 MM

1-13/32"
36 MM

8"
203 MM

7"
178 MM

3-15/16"
100 MM

1-3/32"
28 MM

• Improves the cargo-carrying capability for double drop deck trailers

• Fits over & locks onto welded-in twistlock on flatbed

• Designed to bridge the 6" difference in deck height from the main 
drop level to the level over the rear axles

• Portable for easy storage & transport

• Heavy duty & galvanized

MODEL 1101-2959

WEIGHT: 43.5 LBS / 19.73 Kg
FINISH: HOT-DIP GALVANIZED
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1110-4502
DETENT SPRING

1110-4501
DETENT BALL
(2 pcs.)

1110-4506
SPLIT ROLL PIN

1105-3629-2
PIN

1109-3629-3
SHEAR BLOCK

1110-4503
GREASE FITTING

(2 pcs.)

1109-3629-1
HOUSING

1110-4667
LATCH PIN

1108-3529-18
LATCH

1110-4513-SS
COTTER PIN

1110-4512
WASHER

1110-3629-14
PIN NUT

1110-4511
LOCK NUT

1110-4531-G5
HEX BOLT

1107-3529-4
HANDLE

1109-4517
BUSHING

used on
1101-3629-NRS

(NON-RETRACTABLE
TWISTLOCK ONLY)

1110-3533-19
LATCH SPRING

EXPLODED VIEW

• Non-handed design; locks to either left or right

• Cast steel Housing & forged steel Pin

• Easy conversion from Retractable to Non-Retractable 
   w/ 1109-4517 Bushing

• Screwdown Nut w/ Latch for tighter securing

• Stainless steel Latch Spring to eliminate bounce

4-3/4"
120 MM

1-3/16"
30 MM

1-1/4"
32 MM

9-1/16"
230 MM

RETRACTED

6-9/16"
167 MM

6"
152.5 MM

4-9/16"
116 MM

O.D. 5/8"
Ø16 MM

9/16"
15 MM 

5"
127.5 MM

5-7/8"
150 MM

2-3/8"
60 MM

5-5/16"
135 MM

2-15/16"
75 MM

2-15/16"
75 MM

2-15/16"
75 MM

1105-3629-INNER contains:
1105-3629-2 Pin
1110-4501 Detent Ball (2 pcs.)
1110-4502 Detent Spring
1110-4506 Split Roll Pin
1109-3629-3 Shear Block
1110-4503 Grease Fitting (2 pcs.)
1110-3629-14 Pin Nut
1107-3529-4 Handle
1110-4531-G5 Hex Bolt
1110-4511 Hex Nut

MODEL 1101-3629-RS
MODEL 1101-3629-NRS

WORKS WITH: BUFFERS 1101-3629,
1101-3729 & 1101-3829 TWISTLOCKS

MATERIAL: CAST STEEL
FINISH: HOT-DIP GALVANIZED (HDG)

WEIGHT: 2.12 LBS / 0.96 Kg

25/64"
10 MM

4-1/8"
104.7 MM

13-3/32"
332.2 MM

1-3/16"
30 MM

1110-3629-14
PIN NUT

MODEL 1111-8122
WRENCH

See page 1107-29
for additional handles.

FINISH: WELDABLE PRIMER
WEIGHT: 20.8 LBS / 9.43 Kg
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2-15/16"
75 MM

FINISH: WELDABLE PRIMER or HDG
3829-NRS WEIGHT: 20.9 LBS / 9.5 Kg

3829-NRS-HDG WEIGHT: 19.9 LBS / 9 Kg

• Non-handed design; locks to either left or right

• Cast steel Housing and forged steel Pin

• Screwdown Nut with Latch for tighter securing

• Stainless steel Latch Spring to eliminate bounce

5-1/32"
128 MM

4-9/16"
116 MM

O.D. 5/8"
Ø16 MM

9/16"
15 MM 

5"
127.5 MM

5-7/8"
150 MM

2-15/16"
75 MM

2-15/16"
75 MM

2-3/8"
60 MM

5-5/16"
135 MM

4-3/4"
120 MM

1-3/16"
30 MM

1-1/4"
32 MM

5-5/8"
143 MM

1110-4502
DETENT SPRING

1110-4501
DETENT BALL
(2 pcs.)

1105-3829-2
PIN

1110-4503
GREASE FITTING
(2 pcs.)

1109-3829-1
HOUSING

1110-4667-HDG
LATCH PIN

1108-3529-18
LATCH

1110-4513-SS
COTTER PIN

1110-4512-SS
WASHER

1110-3629-14
PIN NUT

1110-4511
LOCK NUT1110-4531-G5

HEX BOLT

1107-3529-4
HANDLE

1110-3533-19
LATCH SPRING

1105-3829-INNER contains:
1105-3829-2 Pin
1110-3629-14 Pin Nut
1107-3529-4 Handle
1110-4531-G5 Hex Bolt
1110-4511 Hex Lock Nut

NOTE: THE FOLLOWING PARTS ARE
NOT INCLUDED IN 1105-3829-INNER:
1110-4501 Detent Ball (2 pcs.)
1110-4502 Detent Spring

MODEL 1101-3829-NRS
MODEL 1101-3829-NRS-HDGSPECIAL ORDER ONLY

for Oshkosh-made equipment

EXPLODED VIEW

WORKS WITH: BUFFERS 1101-3629,
1101-3729 & 1101-3829 TWISTLOCKS

MATERIAL: CAST STEEL
FINISH: HOT-DIP GALVANIZED (HDG)

WEIGHT: 2.12 LBS / 0.96 Kg

25/64"
10 MM

4-1/8"
104.7 MM

13-3/32"
332.2 MM

1-3/16"
30 MM

1110-3629-14
PIN NUT

MODEL 1111-8122
WRENCH
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FINISH: WELDABLE PRIMER
WEIGHT: 22.9 LBS / 10.4 Kg

1105-1131-29
PIN SLEEVE

1105-1131-2
PIN

1110-4503
GREASE FITTINGS

(2 pcs.)

1110-4502
DETENT SPRING

1110-4501
DETENT BALL

(2 pcs.)

1110-1131-6-4
HANDLE POSITIONER

THINNER HANDLE
POSITIONER

ON EARLY MODELS
approx. 5/32"/4mm thick

1110-4505 LOCK NUT

1109-1131-1
HOUSING

1110-1131-6-9
HANDLE POSITIONER

approx. 3/8"/ 9mm thick

1107-1131-4
HANDLE

1110-4505
LOCK NUT

1108-1131-18
LATCH

1110-4508
HEX BOLT

1110-4504-G5
HEX BOLT

• Cast steel Housing & forged steel Pin

• Meets AAR specifications for Rail use

• Dual Grease Fittings

• Ledge extended to protect Light

3-3/4"
95 MM

7-1/4"
184 MM

3-1/2"
89 MM

3-1/2"
89 MM

3-1/2"
89 MM

7"
178 MM

1-1/4"
32 MM

1-3/16"
30 MM

5-1/2"
140.5 MM

I.D. 2-5/16"
Ø59 MM

O.D. 5/8"
Ø16 MM

4-1/4"
107 MM

6-3/16"
156.5 MM

MODEL 1101-1131-L
MODEL 1101-1131-R

MODEL 1101-1131-L
for Rear Roadside 

(& Front Curbside if 20')
 1 Light Hole

MODEL 1101-1131-R
for Rear Curbside

(& Front Roadside if 20')
 1 Light Hole

EXPLODED VIEW

CONVERTS Ø2-5/16" LIGHT HOLE TO Ø3/4"
MATERIAL: CAST STEEL   FINISH: WELDABLE PRIMER

WEIGHT: 0.3 LBS / 0.136 Kg

1/8"
3.5 MM

O.D. 2-5/8"
Ø66 MM

I.D. 3/4"
Ø19 MM

3/8"
9 MM

O.D. 3-1/8"
Ø79.4 MM

I.D. 3/4"
Ø19 MM

I.D. 3/16"
Ø4.8 MM

x 3 HOLES

MODEL 1110-8400
LIGHT HOLE PLUG

Weld-on

MODEL 1110-8674
LIGHT HOLE PLUG

Bolt-on

CONVERTS Ø2-5/16" LIGHT HOLE TO Ø3/4"
MATERIAL: STEEL   FINISH: WELDABLE PRIMER

WEIGHT: 0.28 LBS / 0.127 Kg

MODEL 1101-1131-L is shown dimensioned.
MODEL 1101-1131-R is the mirror opposite.
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MODEL 1101-3817-L
for Rear Roadside 

(& Front Curbside if 20')
 2 Light Holes

MODEL 1101-3817-R
for Rear Curbside

(& Front Roadside if 20')
 1 Light Hole

7-1/4"
184 MM

3-3/4"
95 MM

3-1/2"
89 MM

7"
178 MM

3-1/2"
89 MM

3-1/2"
89 MM

5-9/16"
140.5 MM

1-1/4"
32 MM

1-3/16"
30 MM

O.D. 11/16" / Ø17 MM

1/2"
12 MM

4-3/16"
107 MM

I.D. 2-5/16"
Ø59 MM

I.D. 2-5/16"
Ø59 MM

1105-3817-2
PIN

1109-3817-1-L
HOUSING
for 1101-3817-L

1109-3817-1R
HOUSING
for 1101-3817-R

1110-4562 DETENT BALL

1110-4632 HEX NUT
NYLOC 5/16"-18 TPI

1110-4581 DETENT SPRING 
7.5 mm x 15.5 mm x 1.5 mm

1107-3206-4
HANDLE

1110-4769-G8
HEX BOLT

6101-4621
SET SCREW

1110-4511-J
HEX NUT

1110-3706-19R
LATCH SPRING
for 1101-3817-L

1110-3706-19L
LATCH SPRING
for 1101-3817-R

1110-4503
GREASE FITTING

1110-4631-G5
HEX BOLT

1108-3817-18
LATCH

MODEL 1101-3817-L
MODEL 1101-3817-R

FINISH: PRIMER
WEIGHT: 25.1 LBS / 11.4 Kg

FINISH: PRIMER
WEIGHT: 24.7 LBS / 11.2 Kg

EXPLODED VIEW

• Cast steel Housing & forged steel Pin

• Meets AAR specifications for Rail use

• Easy-to-operate Gravity Latch

• Angled corner for Side & Rear Light visibility

MODEL 1101-3817-L is shown dimensioned.
MODEL 1101-3817-R is the mirror opposite (w/ only one light hole).

CONVERTS Ø2-5/16" LIGHT HOLE TO Ø3/4"
MATERIAL: CAST STEEL   FINISH: WELDABLE PRIMER

WEIGHT: 0.3 LBS / 0.136 Kg

1/8"
3.5 MM

O.D. 2-5/8"
Ø66 MM

I.D. 3/4"
Ø19 MM

3/8"
9 MM

O.D. 3-1/8"
Ø79.4 MM

I.D. 3/4"
Ø19 MM

I.D. 3/16"
Ø4.8 MM

x 3 HOLES

MODEL 1110-8400
LIGHT HOLE PLUG

Weld-on

MODEL 1110-8674
LIGHT HOLE PLUG

Bolt-on

CONVERTS Ø2-5/16" LIGHT HOLE TO Ø3/4"
MATERIAL: STEEL   FINISH: WELDABLE PRIMER

WEIGHT: 0.28 LBS / 0.127 Kg

6-7/16"
163 MM

4-3/16"
107 MM
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MODEL 1101-3817-LP-L is shown dimensioned.
MODEL 1101-3817-LP-R is the mirror opposite (w/ only one light hole).

1105-3817-2-LP
PIN

1109-3817-1-L
HOUSING
for 1101-3817-LP-L

1109-3817-1R
HOUSING
for 1101-3817-LP-R

1110-4562
DETENT BALL

1110-4632
HEX NUT,
NYLOC
5/16"-18 TPI

1110-4581
DETENT SPRING 

7.5 mm x 15.5 mm x 1.5 mm

1107-3206-4
HANDLE

1110-4769-G8
HEX BOLT

6101-4621
SET SCREW

1110-4511-J
HEX NUT

1110-3706-19R
LATCH SPRING

for 1101-3817-LP-L

1110-3706-19L
LATCH SPRING

for 1101-3817-LP-R

1110-4503
GREASE FITTING

1110-4631-G5
HEX BOLT

1108-3817-18
LATCH

MODEL 1101-3817-LP-L
MODEL 1101-3817-LP-R

EXPLODED VIEW

CONVERTS Ø2-5/16" LIGHT HOLE TO Ø3/4"
MATERIAL: CAST STEEL   FINISH: WELDABLE PRIMER

WEIGHT: 0.3 LBS / 0.136 Kg

1/8"
3.5 MM

O.D. 2-5/8"
Ø66 MM

I.D. 3/4"
Ø19 MM

3/8"
9 MM

O.D. 3-1/8"
Ø79.4 MM

I.D. 3/4"
Ø19 MM

I.D. 3/16"
Ø4.8 MM

x 3 HOLES

MODEL 1110-8400
LIGHT HOLE PLUG

Weld-on

MODEL 1110-8674
LIGHT HOLE PLUG

Bolt-on

CONVERTS Ø2-5/16" LIGHT HOLE TO Ø3/4"
MATERIAL: STEEL   FINISH: WELDABLE PRIMER

WEIGHT: 0.28 LBS / 0.127 Kg

• Low-profile Pin Head works w/ low-clearance corner
fittings on ALL 53' containers in U.S. & Canadian markets

• Cast steel Housing & forged steel Pin
• Meets AAR specifications for Rail use
• Easy-to-operate Gravity Latch
• Angled corner for Side & Rear Light visibility

w/ Low-profile Head

1101-3817-LP-L/R Twistlocks 
are the same as 1101-3817-L/R
Twistlocks except Pin Design.

MODEL 1101-3817-LP-L
for Rear Roadside 

(& Front Curbside if 20')
 2 Light Holes

FINISH: PRIMER
WEIGHT: 24.3 LBS / 11 Kg

MODEL 1101-3817-LP-R
for Rear Curbside

(& Front Roadside if 20')
 1 Light Hole

FINISH: PRIMER
WEIGHT: 24.7 LBS / 11.2 Kg

3-3/4"
95 MM

7-1/4"
184 MM

3-1/2"
89 MM

7"
178 MM

3-1/2"
89 MM

3-1/2"
89 MM

I.D. 2-5/16"
Ø59 MM

1/2"
12 MM

4-3/16"
107 MM

5-9/16"
140.5 MM

1-1/4"
32 MM

6-7/16"
163 MM

7/8"
22.3 MM

4-3/16"
107 MM

11/16" / 17 MM

I.D. 2-5/16"
Ø59 MM
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FINISH: WELDABLE PRIMER
WEIGHT: 26.6 LBS / 12.07 Kg

FINISH: WELDABLE PRIMER
WEIGHT: 26.2 LBS / 11.88 Kg

1-1/4"
32 MM

2"
50.8 MM

5-9/16"
141.5 MM

I.D. 2-5/16"
Ø59 MM

3-3/4"
95 MM

7-1/4"
184 MM

3-1/2"
89 MM

3-1/2"
89 MM

3-1/2"
89 MM

7"
178 MM

ABS LIGHT
HOLE

1108-1207-18
LATCH

1109-3206-1-L-ABS
HOUSING (3 Light Holes)

used on 1101-3206-L-ABS Twistlock

1109-3206-1-L
HOUSING (2 Light Holes)
used on 1101-3206-L Twistlock

1109-3206-1-R
HOUSING (2 Light Holes)
used on 1101-3206-R Twistlock

1110-4769-G8
HEX BOLT

1110-4542
HEX NUT

1110-4503
GREASE FITTING

1105-3206-2
PIN

1110-4501
DETENT BALL
(2 pcs.)

1110-4502
DETENT SPRING

1110-4511
HEX NUT

1107-3206-4
HANDLE

1110-4556-G5
HEX BOLT

1110-3706-19L
LATCH SPRING
for 1101-3206-R Twistlock

1110-3706-19R
LATCH SPRING
for 1101-3206-L Twistlock

4-1/4"
107 MM

6-1/4"
158 MM

MODEL 1101-3206-L
MODEL 1101-3206-ABS-L

MODEL 1101-3206-R

MODEL 1101-3206-L
for Rear Roadside 

(& Front Curbside if 20')
 2 Light Holes

MODEL 1101-3206-ABS-L
for Rear Roadside 

(& Front Curbside if 20')
 3 Light Holes

MODEL 1101-3206-R
for Rear Curbside

(& Front Roadside if 20')
 2 Light Holes

EXPLODED VIEW

• Heavy-duty cast steel Housing & forged steel Pin

• Meets AAR specifications for Rail use

• Easy-to-operate Gravity Latch

• Unused Light Holes can be blanked off with 
1110-1209 Rubber Hole Plug

• Ledges extended to protect Lights

CONVERTS Ø2-5/16" LIGHT HOLE TO Ø3/4"
MATERIAL: CAST STEEL   FINISH: WELDABLE PRIMER

WEIGHT: 0.3 LBS / 0.136 Kg

1/8"
3.5 MM

O.D. 2-5/8"
Ø66 MM

I.D. 3/4"
Ø19 MM

3/8"
9 MM

O.D. 3-1/8"
Ø79.4 MM

I.D. 3/4"
Ø19 MM

I.D. 3/16"
Ø4.8 MM

x 3 HOLES

MODEL 1110-8400
LIGHT HOLE PLUG

Weld-on

MODEL 1110-8674
LIGHT HOLE PLUG

Bolt-on

CONVERTS Ø2-5/16" LIGHT HOLE TO Ø3/4"
MATERIAL: STEEL   FINISH: WELDABLE PRIMER

WEIGHT: 0.28 LBS / 0.127 Kg

MODEL 1101-3206-L is shown dimensioned.
MODEL 1101-3206-R is the mirror opposite.

11/16"
17 MM

1101-24

904-696-0010
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TWISTLOCKS – CHASSIS TYPE
NON-RETRACTABLE w/ LIGHT HOLES,

HEAVY DUTY
CHASSIS



4-1/4"
107 MM

6-1/4"
158 MM

3-3/4"
95 MM

7-1/4"
184 MM

3-1/2"
89 MM

3-1/2"
89 MM

3-1/2"
89 MM

7"
178 MM

45º

1-1/4"
32 MM

2"
50.8 MM

5-9/16"
141.5 MM

11/16" / 17 MM

I.D. 2-5/16"
Ø59 MM

1109-3207-1-L
HOUSING 

for 1101-3207-L Twistlock

1109-3207-1-R
HOUSING 

for 1101-3207-R Twistlock

1105-3206-2
PIN

1110-4501
DETENT BALL

(2 pcs.)

1110-4502
DETENT SPRING

1110-4503
GREASE FITTING

1110-4556-G5
HEX BOLT

1108-1207-18
LATCH

1110-3706-19R
LATCH SPRING 

for 1101-3207-L Twistlock

1110-3706-19L
LATCH SPRING 

for 1101-3207-R Twistlock

1110-4769-G8
HEX BOLT

1107-3206-4
HANDLE1110-4511

HEX NUT

1110-4542
HEX NUT

MODEL 1101-3207-L
MODEL 1101-3207-R
w/ High-profile Pin

FINISH: WELDABLE PRIMER
WEIGHT: 27.8 LBS / 12.6 Kg

MODEL 1101-3207-L
for Rear Roadside 

(& Front Curbside if 20')
 2 Light Holes

MODEL 1101-3207-R
for Rear Curbside

(& Front Roadside if 20')
 1 Light Hole

EXPLODED VIEW

• Heavy-duty cast steel Housing & forged steel Pin

• Meets AAR specifications for Rail use

• Easy-to-operate Gravity Latch

• Unused Light Holes can be blanked off with 
1110-1209 Rubber Hole Plug

• Angled corner for Side & Rear Light visibility

MODEL 1101-3207-R is shown dimensioned.
MODEL 1101-3207-L is the mirror opposite (w/ two light holes).

CONVERTS Ø2-5/16" LIGHT HOLE TO Ø3/4"
MATERIAL: CAST STEEL   FINISH: WELDABLE PRIMER

WEIGHT: 0.3 LBS / 0.136 Kg

1/8"
3.5 MM

O.D. 2-5/8"
Ø66 MM

I.D. 3/4"
Ø19 MM

3/8"
9 MM

O.D. 3-1/8"
Ø79.4 MM

I.D. 3/4"
Ø19 MM

I.D. 3/16"
Ø4.8 MM

x 3 HOLES

MODEL 1110-8400
LIGHT HOLE PLUG

Weld-on

MODEL 1110-8674
LIGHT HOLE PLUG

Bolt-on

CONVERTS Ø2-5/16" LIGHT HOLE TO Ø3/4"
MATERIAL: STEEL   FINISH: WELDABLE PRIMER

WEIGHT: 0.28 LBS / 0.127 Kg

1101-25

904-696-0010
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9/13/22

TWISTLOCKS – CHASSIS TYPE
NON-RETRACTABLE w/ LIGHT HOLES

CHASSIS





1109-3207-1-L
HOUSING 

for 1101-3407-L
Twistlock

1109-3207-1-R
HOUSING

for 1101-3407-R
Twistlock

1110-4769-G8
HEX BOLT

1110-4556-G5
HEX BOLT

1110-4503
GREASE
FITTING

1105-3406-2-MOD
PIN

1110-4501
DETENT BALL

(2 pcs.)

1110-4502
DETENT
SPRING

1107-3206-4
HANDLE

1108-1207-18
LATCH

1110-3706-19L
LATCH SPRING
for 1101-3407-R

Twistlock

1110-3706-19R
LATCH SPRING

for 1101-3407-L
Twistlock

1110-4542
HEX NUT

1110-4511
HEX NUT

7-1/4"
184 MM

3-3/4"
95 MM

3-1/2"
89 MM

7"
178 MM

3-1/2"
89 MM

3-1/2"
89 MM

45º

3/4" / 19 MM

1-1/4"
32 MM

5-9/16"
141.5 MM

I.D. 2-5/16"
Ø59 MM

11/16" / 17 MM 6-1/4"
158 MM

4-3/16"
107 MM

MODEL 1101-3407-L
MODEL 1101-3407-R

MODEL 1101-3407-L
for Rear Roadside 

(& Front Curbside if 20')
 2 Light Holes

MODEL 1101-3407-R
for Rear Curbside

(& Front Roadside if 20')
 1 Light Hole

FINISH: WELDABLE PRIMER
WEIGHT: 26.8 LBS / 12.2 Kg

• Heavy-duty cast steel Housing & forged steel Pin

• Meets AAR specifications for Rail use

• Easy-to-operate Gravity Latch

• Unused Light Holes can be blanked off with 
1110-1209 Rubber Hole Plug

• Ledges extended to protect Lights

• Fits most shallow Corner Castings

• Angled corner for Side & Rear Light visibility

EXPLODED VIEW

MODEL 1101-3407-L is shown dimensioned.
MODEL 1101-3407-R is the mirror opposite (w/ only one light hole).

CONVERTS Ø2-5/16" LIGHT HOLE TO Ø3/4"
MATERIAL: CAST STEEL   FINISH: WELDABLE PRIMER

WEIGHT: 0.3 LBS / 0.136 Kg

1/8"
3.5 MM

O.D. 2-5/8"
Ø66 MM

I.D. 3/4"
Ø19 MM

3/8"
9 MM

O.D. 3-1/8"
Ø79.4 MM

I.D. 3/4"
Ø19 MM

I.D. 3/16"
Ø4.8 MM

x 3 HOLES

MODEL 1110-8400
LIGHT HOLE PLUG

Weld-on

MODEL 1110-8674
LIGHT HOLE PLUG

Bolt-on

CONVERTS Ø2-5/16" LIGHT HOLE TO Ø3/4"
MATERIAL: STEEL   FINISH: WELDABLE PRIMER

WEIGHT: 0.28 LBS / 0.127 Kg
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TWISTLOCKS – CHASSIS TYPE
NON-RETRACTABLE w/ LIGHT HOLES

HEAVY DUTY for SHALLOW CORNER CASTINGS
CHASSIS







4"
102 MM

6-5/16"
160 MM

7"
178 MM

3-1/2"
89 MM

3-1/2"
89 MM

3-1/2"
89 MM

3-3/4"
95 MM

7-1/4"
184 MM

1-1/8"
28.5 MM

1-5/16"
33.5 MM

5-11/16"
145 MM

I.D. 2-5/16"
Ø59 MM

ABS LIGHT
HOLE

1110-4529-G8
HEX BOLT

1110-4542
HEX NUT

1110-4503
GREASE FITTING

(2 pcs.)

1105-7470
PIN

1110-4549
DETENT BALL

(2 pcs.)

1110-4550
DETENT SPRING

1110-4511
HEX NUT

1107-1344
HANDLE

1110-4773-G5
HEX BOLT

1108-1345
LATCH

J.B. Hunt style w/ Low-profile Head

MODEL 1101-3706-L
MODEL 1101-3706-R

SUB FOR: SCHULZ F33NS-LP-JBH-XX-2
FINISH: WELDABLE PRIMER
WEIGHT: 28 LBS / 12.7 Kg

MODEL 1101-3706-L
for Rear Roadside 

(& Front Curbside if 20')
 3 Light Holes

MODEL 1101-3706-R
for Rear Curbside

(& Front Roadside if 20')
 2 Light Holes

EXPLODED VIEW

• Heavy-duty cast steel Housing & forged steel Pin

• Meets AAR specifications for Rail use

• Easy-to-operate Gravity Latch

• Unused Light Holes can be blanked off with 
1110-1209 Rubber Hole Plug

• Ledges extended to protect Lights

1110-3706-19L
LATCH SPRING
for 1101-3706-L

Twistlock

1110-3706-19R
LATCH SPRING
for 1101-3706-R

Twistlock

1109-3706-1-L
HOUSING

for 1101-3706-L
Twistlock

1109-3706-1-R
HOUSING

for 1101-3706-R
Twistlock

MODEL 1101-3706-L is shown dimensioned.
MODEL 1101-3706-R is the mirror opposite (w/ only two light holes).

CONVERTS Ø2-5/16" LIGHT HOLE TO Ø3/4"
MATERIAL: CAST STEEL   FINISH: WELDABLE PRIMER

WEIGHT: 0.3 LBS / 0.136 Kg

1/8"
3.5 MM

O.D. 2-5/8"
Ø66 MM

I.D. 3/4"
Ø19 MM

3/8"
9 MM

O.D. 3-1/8"
Ø79.4 MM

I.D. 3/4"
Ø19 MM

I.D. 3/16"
Ø4.8 MM

x 3 HOLES

MODEL 1110-8400
LIGHT HOLE PLUG

Weld-on

MODEL 1110-8674
LIGHT HOLE PLUG

Bolt-on

CONVERTS Ø2-5/16" LIGHT HOLE TO Ø3/4"
MATERIAL: STEEL   FINISH: WELDABLE PRIMER

WEIGHT: 0.28 LBS / 0.127 Kg

1101-30

904-696-0010
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TWISTLOCKS – CHASSIS TYPE
w/ LIGHT HOLES

CHASSIS



4"
102 MM

6-5/16"
160 MM

3-3/4"
95 MM

7-1/4"
184 MM

7"
178 MM

3-1/2"
89 MM

3-1/2"
89 MM

45º

1-1/8"
28.5 MM

1-5/16"
33.5 MM

5-11/16"
145 MM

I.D. 2-5/16"
Ø59 MM

MODEL 1101-3707-L
MODEL 1101-3707-R

J.B. Hunt style w/ Low-profile Head

MODEL 1101-3707-L
ffor Rear Roadside 

(& Front Curbside if 20')
 2 Light Holes

MODEL 1101-3707-R
for Rear Curbside

(& Front Roadside if 20')
 1 Light Hole

1110-4529-G8
HEX BOLT

1110-4542
HEX NUT

1110-4503
GREASE FITTING

(2 pcs.)

1110-4511
HEX NUT

1107-1344
HANDLE

1110-4773-G5
HEX BOLT

1108-1345
LATCH

1105-7470
PIN

1110-4549
DETENT BALL

(2 pcs.)

1110-4550
DETENT SPRING

SUB FOR:
SCHULZ F33NS-45-LP-XX-JBH
FINISH: WELDABLE PRIMER
WEIGHT: 28 LBS / 12.7 Kg

EXPLODED VIEW

• Cast steel Housing & forged steel Pin

• Meets AAR specifications for Rail use

• Easy-to-operate Gravity Latch

• Angled corner for Side & Rear Light visibility

1110-3706-19L
LATCH SPRING

for 1101-3707-L
Twistlock

1110-3706-19R
LATCH SPRING

for 1101-3707-R
Twistlock

1109-3707-1L
HOUSING

for 1101-3707-L
Twistlock

1109-3707-1R
HOUSING

for 1101-3707-R
Twistlock

3-1/2"
89 MM

MODEL 1101-3707-L is shown dimensioned.
MODEL 1101-3707-R is the mirror opposite (w/ only one light hole).

CONVERTS Ø2-5/16" LIGHT HOLE TO Ø3/4"
MATERIAL: CAST STEEL   FINISH: WELDABLE PRIMER

WEIGHT: 0.3 LBS / 0.136 Kg

1/8"
3.5 MM

O.D. 2-5/8"
Ø66 MM

I.D. 3/4"
Ø19 MM

3/8"
9 MM

O.D. 3-1/8"
Ø79.4 MM

I.D. 3/4"
Ø19 MM

I.D. 3/16"
Ø4.8 MM

x 3 HOLES

MODEL 1110-8400
LIGHT HOLE PLUG

Weld-on

MODEL 1110-8674
LIGHT HOLE PLUG

Bolt-on

CONVERTS Ø2-5/16" LIGHT HOLE TO Ø3/4"
MATERIAL: STEEL   FINISH: WELDABLE PRIMER

WEIGHT: 0.28 LBS / 0.127 Kg
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TWISTLOCKS – CHASSIS TYPE
w/ LIGHT HOLES

CHASSIS



EXPLODED VIEW

7-1/16"
180 MM

5-7/8"
150 MM

3-9/16"
90 MM

3-9/16"
90 MM

2-15/16"
75 MM

2-15/16"
75 MM

7/16"
11 MM

5-1/4"
134 MM

O.D. 5/8"
Ø16 MM

5"
127.5 MM

4-7/16"
112 MM

1-1/4"
32 MM

1-3/16"
30 MM

8-7/16"
214 MM

RETRACTED

1105-1319-INNER CONTAINS: 

1105-1319-2 PIN
1110-4501 DETENT BALL (4 pcs.)
1110-4502 DETENT SPRING (2 pcs.)
1109-1319-3 SHEAR BLOCK
1110-4588 GREASE FITTING (2 pcs.)
1110-1319-5 SUPPORT PLATE
1110-4587 SPLIT ROLL PIN

ALSO AVAILABLE: 1105-1316-INNER-HDG

1110-4588
GREASE FITTING
(2 pcs.)

1110-4502
DETENT SPRING
(2 pcs.)

1110-4501
DETENT BALL
(4 pcs.)1110-4587

SPLIT ROLL PIN

1105-1319-2
PIN

1110-1319-5
SUPPORT PLATE

1109-1319-3
SHEAR BLOCK

1109-1319-1-SC
HOUSING

1110-4584-G8.8
HEX BOLT

1107-3133-4
HANDLE

1110-4586
HEX LOCK NUT

MODEL 1101-1319

• Special design that engages and retracts
 w/ Container still loaded on Chassis

• For use on ISO Standard Chassis Trailers
 or Swap-Body Chassis

• Exceeds ADR 6.8.1.2 strength requirements

• Load criteria based on 18,000 Kg total mass, 
 as specified by ADR 6.8.2.1.2

FINISH: WELDABLE PRIMER
WEIGHT: 22.3 LBS / 10.1 Kg

1101-32
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TWISTLOCKS – EURO TYPE
RETRACTABLE, SWAP BODY

CHASSIS



1110-4588
GREASE FITTING
(2 pcs.)

1110-4502
DETENT SPRING
(2 pcs.)

1110-4501
DETENT BALL
(4 pcs.)1110-4587

SPLIT ROLL PIN

1105-1320-2
PIN

1110-1319-5
SUPPORT PLATE

1109-1320-3
SHEAR BLOCK

1109-1319-1
HOUSING

1110-4585-G8.8
HEX BOLT

1107-1320-4
HANDLE

1110-4586-G8.8
LOCK NUT

1109-1129-14
PIN NUT

EXPLODED VIEW

• Special design that engages and retracts
 w/ Container still loaded on Chassis

• For use on ISO Standard Chassis Trailers
 or Swap-Body Chassis

• Exceeds ADR 6.8.1.2 strength requirements

• Load criteria based on 18,000 Kg total mass, 
 as specified by ADR 6.8.2.1.2

1-3/16"
30 MM

9-7/16"
240.5 MM

RETRACTED

1105-1320-INNER CONTAINS:

1105-1320-2 PIN (209 MM LONG UNDER HEAD)
1110-4501 DETENT BALL (4 pcs.)
1110-4502 DETENT SPRING (2 pcs.)
1109-1320-3 SHEAR BLOCK
1110-4588 GREASE FITTING (2 pcs.)
1110-1319-5 SUPPORT PLATE
1110-4587 SPLIT ROLL PIN
1109-1129-14 HAND NUT
1107-1320-4 HANDLE
1110-4585-G8.8 HEX BOLT
1110-4586-G8.8 HEX NUT

ALSO AVAILABLE: 1105-1320-INNER-MOD
w/ LONGER PIN (222 MM) UNDER HEAD.

FINISH: WELDABLE PRIMER
WEIGHT: 23.4 LBS / 10.61 Kg

MODEL 1101-1320

O.D. 5/8"
Ø16 MM

5-1/2"
139.7 MM

7/16"
11 MM

6-5/16"
160.5 MM

4-7/16"
112 MM

1-1/4"
32 MM

7-1/16"
180 MM

5-7/8"
150 MM

3-9/16"
90 MM

3-9/16"
90 MM

2-15/16"
75 MM

2-15/16"
75 MM

1101-33
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TWISTLOCKS – EURO TYPE
RETRACTABLE SCREWDOWN, SWAP BODY

CHASSIS



1109-3240-1
HOUSING

1105-2029
PIN

1110-4577
DETENT
SPRING

1110-4562
DETENT

BALL

1107-1542-A
HANDLE

1110-2009
PIN NUT 

1110-4616
SET SCREW

1110-4503
GREASE FITTING

EXPLODED VIEW

• Non-handed design; locks to either left or right

• Euro-dimensioned Top & Back Plates

• Grease Fitting

• Cast Steel Housing & Forged Steel Pin

• Screwdown Nut for tighter securing

1-1/16"
26 MM

4-7/8"
124 MM

1-3/8"
35 MM

5-5/8"
142 MM

6-3/4"
171.5 MM

4"
100 MMO.D. 1/2"

Ø12 MM

1/2"
12 MM

4-5/16"
109.8 MM

6-5/16"
160 MM

2-3/8"
60 MM

5-5/16"
135 MM

2-15/16"
75 MM

3-1/8"
80 MM

3-1/8"
80 MM

MODEL 1101-3240-NRS

NOTE: Handle welded by installer.

SUB FOR: BLAIR 149
FINISH: WELDABLE PRIMER
WEIGHT: 18.1 LBS / 8.21 Kg

Blair style

1101-34
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TWISTLOCKS – EURO TYPE
NON-RETRACTABLE SCREWDOWN

CHASSIS



1109-3541-1
HOUSING

1105-3534-2
PIN

1110-4502
DETENT
SPRING

1110-4501
DETENT BALL

(2 pcs.)

1107-3133-4
HANDLE

1110-4514
LATCH PIN

1110-4503
GREASE FITTING

1110-4531-G5
HEX BOLT

1110-4511-J
HEX JAM NUT

1110-4513-SS
COTTER PIN

1110-4512
FLAT WASHER

1108-3534-18
LATCH

EXPLODED VIEW

1-3/16"
30 MM

1-5/16"
33.5 MM

5-15/16"
150 MM

4-1/8"
105 MM

6-5/16"
160 MM

3-1/8"
80 MM

2-3/8"
60 MM

5-5/16"
135 MM

2-15/16"
75 MM

3-1/8"
80 MM

5"
127.5 MM

O.D. 5/8"
Ø16 MM

1/2"
12 MM 

3-3/8"
86 MM

MODEL 1101-3541-NR

SUB FOR: BLAIR 149/2NR,
NSN 5325-01-487-5196, & REINKE 217222

FINISH: WELDABLE PRIMER
WEIGHT: 18.8 LBS / 8.53 Kg

• Non-handed design; locks to either left or right

• Euro-dimensioned Top & Back Plates

• Grease Fitting

• Cast Steel Housing & Forged Steel Pin
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TWISTLOCKS – EURO TYPE
NON-RETRACTABLE

CHASSIS



1110-4503
GREASE FITTING

1110-4502
SPRING

1110-4502
SPRING

1110-4501
DETENT BALL (2 pcs.)

1110-4506
SPLIT ROLL PIN

1105-1129-2
PIN

1109-1129-3
SHEAR BLOCK

1109-1133-3
SHEAR BLOCK

1109-3133-3
SHEAR BLOCK

1109-1133-1
HOUSING

1110-1129-14
PIN NUT

1110-4516-G5
HEX BOLT

1107-1133-4
HANDLE

1110-4505
HEX NUT w/ Nylon Insert

1110-4503
GREASE FITTING

(2 pcs.)

1110-4502
SPRING

1110-4501
DETENT BALL (2 pcs.)

1110-4548
SPLIT ROLL PIN

1105-3533-2
PIN

1109-3133-1
HOUSING

1110-4514
LATCH PIN

1110-4510-G5
HEX BOLT 1107-3133-4

HANDLE

1110-4511
HEX NUT w/ Nylon Insert

1110-3133-5
GUIDE PLATE

1110-4513-SS
COTTER PIN

1110-4512
FLAT WASHER

1108-3133-18
LATCH

1110-4503
GREASE FITTING

1110-4501
DETENT BALL (2 pcs.)

1110-4506
SPLIT ROLL PIN

1105-1133-2
PIN

1109-1133-1
HOUSING

1108-1133-18
LATCH

1110-4504-G5
HEX BOLT

1107-1133-4
HANDLE

1110-4505
HEX NUT w/ Nylon Insert

1109-4515
BUSHING

used on 1101-1133-NR
(NON-RETRACTABLE)

TWISTLOCK ONLY

1109-4515
BUSHING

used on 1101-3133-NR
(NON-RETRACTABLE)

TWISTLOCK ONLY

1109-4517
BUSHING

used on 1101-1129-NR
(NON-RETRACTABLE)

TWISTLOCK ONLY

1110-4508
HEX BOLT

1110-4505
HEX NUT
w/ Nylon Insert

1105-1131-29
PIN SLEEVE

1105-1217-2
PIN

1110-4503
GREASE FITTING

1110-4562 DETENT BALL

1110-4505
HEX NUT w/
Nylon Insert

1110-3706-19L
LATCH SPRING
for 1101-1217-R

1110-3706-19R
LATCH SPRING
for 1101-1217-L

1110-4631-G5
HEX BOLT

1110-4504-G5
HEX BOLT

1110-4581 SPRING

6101-4621 SET SCREW

1109-1217-1-L HOUSING
for 1101-1217-L

1109-1217-1-R HOUSING
for 1101-1217-R

1107-1207-4
HANDLE

1110-4632
HEX NUT w/ Nylon Insert1108-1207-18

LATCH

MODEL 1101-1133-R/NR

MODEL 1101-1217-L/R MODEL 1101-3133-R/NR

Replaced by 3817-L/R

MODEL 1101-1129-RS/NRS

Replaced first by 3529-RS/NRS, then by 3629-RS/NRS
(Chassis use) and 3729-RS/NRS (Flatbed Trailer use)

Replaced first by 3133-R/NR, then by 3533-R/NR, then by
3633-R/NR (Chassis use) and 3733-R/NR (Flatbed Trailer use)

Replaced first by 3533-R/NR, then by 3633-R/NR
(Chassis use) and 3733-R/NR (Flatbed Trailer use)
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TWISTLOCK REPLACEMENT PARTS
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